This sheet veissued February, 1938, 
with A.L. No. 2 to A.P. 1208. 


CABIN, COCKPIT AND FREIGHT COMPARTMENTS (see also MARKINGS ON 
ATRCRAFT) -—conid. 
ther vequivemenits—contd. 
Use of fireproofed materials 
View for landing . “i 
Weight of passengers and crew . 
Windows .. | s 
Windows .. 
Window for pilot to be openable 
Windscreens = 


Calculation, methods of 
Calculation ae re 


Calculation 
Castings—see ALL COMPONENTS. 


CENTRE SECTION :— 


As for WINGS, FUSELAGE and ENGI 
additions :-— 


Centres of pressure of common aerofoils 


CERTIFICATE OF AIRWORTHINESS 


Fluvial seaplanes.. Sa 

Long range aeroplanes oe eee 
Speed restriction, normal category i rerait 
Speed restriction, normal categor ry airc 


Weight of crew, etc.. hie 


! 


CHAINS IN CONTROL CIRCUITS :— 


Si pA yequirements 
Proof loading . os 
Strength .. a = 
Other requirements 
Spring links, prohibition of 
Sprockets, guarding of .. i ae 
Jitimate load to be quoted on drawings 


Civil Specifications 


Civil Specifications 

Civil Specifications 

Civil Specifications 

Civil Specifications Perko 
Cockpit—see CABIN . AND COCKPIT. 
Cockpit notices—see MARKIN GS. 
Compass installation 


CONTROL CIRCUIT (see also ALL COMPONENTS) : 


Stressing requirements 
) Automatic control ae ne 


Brake operating circuit ..  —- - 
Chains in control circnits—see CHAINS. 
Control circuit operating elevator tabs... 
Control circuit operating elevator tabs. . 
Engine controls .. ae 
Pilots opposed case—dual control 
Pilots’ strength cases... 

Tail adjusting gear operating circuit 
Tail adjusting gear pees ite circuit 
Tail-to-wind cases. one 
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